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Complete Ultrasound Technology
In The Palm Of Your Hand

Features/Benefits

NuWav™ ultrasound by Laborie represents the latest in digital miniaturization technology for healthcare imaging. Each probe is its own
ultrasound system including general purpose imaging software.

« Integrated software for ultrasound imaging

» PCor Laptop compatible

» Hand held probe connects through USB 2.0 with no additional power cords

« General purpose, small parts & endo-cavity multi-frequency transducers available

« Ability to create and store multiple examination settings

« 256 shades of grey

 Multiple zoom capabilities

« Calipers for measurements

« Ability to store and reverse images

 Automatic patient file generation

« Cine loop/Buffer with variable frame storage, 32, 64, 128 and 256 frames

« Thin 8ft cable or optional 16ft cable available

« 3 year warranty, optional low cost extended warranty available

« Optional post void residual (PVR) and prostate scanning software

- Optional prostate biopsy guides, needle guns and needles available




«3.5-5.0 MHz (f, = 3.5 MHz) Real Time Images
Ultrasound Probe, 3.5MHz + Sean Angle: 90°

=i The PRB240 probe allows for better depth « Focal Point: 7.5 cm
) —— penet(ation for general purpose abdominal . Scan DeptH (rﬁax); 20 cm
scanning.

« Patient contact sector length: 35 mm

+ 3.5-5.0 MHz (fc = 5.0 MHZ) Real Time Images
Ultrasound Probe, 5.0MHz - Scan Angle: 90°
= The PRB250 probe is for imaging the + Focal Point: 6.0 cm

e iy bladder and kidneys. » Scan Depth (max): 20 cm
« Patient contact sector length: 32 mm

+5-8 MHz (fc = 7.5 MHz) Real Time Images
Ultrasound Probe, 7.5MHz - Sean Angle: 900

The PRB260 probe is recommended for « Focal Point: 2.5 cm
male and female inter-cavity scanning « Scan Depth (max): 10 cm
with optional biopsy capabilities. « Patient contact sector length: 21 mm

Ultrasound Probe, 12MHz |22 Mz 18 12 Miz) Real Time images
The PRB262 probe is a 360 degree « Focal Point: 2.5 cm

inter-cavity scanning probe. « Scan Depth (max): 10 cm

« Patient contact sector length: 21 mm

«5-8 MHz (fc = 7.5 MHz) Real Time Images
Ultrasound Probe, 7.5MHz | ¢ ") o o0

The PRB265 probe is recommended for small | . Focal Point: 2.5 cm
parts imaging such as testis and « Scan Depth (max): 10 cm
surgical wounds. « Patient contact sector length: 20 mm

General purpose imaging software*

Full grey-scale B-Mode images can be viewed in real-time using the latest in LCD
monitor technology for the capture of live, single shot and even rolling cine images to
capture anatomical structures and pathologies for the purposes of further study,
documentation or even treatment.

™M

*Included with NuWav'" probe at no charge.

Bladder post void residual “PVR” and
prostate scanning software option

With the addition of this powerful software, NuWav™ becomes a dedicated device for
calculating bladder volumes for PVR, prostate biopsy functions and much more.

Innovative technology delivers quality images
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USA INTERNATIONAL EUROPE CANADA
LABORIE LABORIE MEDICAL LABORIE MEDICAL LABORIE MEDICAL LABORIE MEDICAL

TECHNOLOGIES INC.

TECHNOLOGIES CORP. TECHNOLOGIES INC. TECHNOLOGIES EUROPE LTD.

)
)
)
)
400 venue D, Suite 10 6415 Nawest Drive, Unit 10Jnit 5 Garcayor W 2101 Boulevard Lapil
Willistodrmont . Mississauga, Ontario RoyaloPbur Bristol, Brossard, Québec
™ 05495-7828 : Canada L4V 1X1 ! United Kingdom BS20 7XE Jaw 1L7
Tel.: +1 802 857 1300 Tel.: +1 905 612 1170 ! Tel.: +44 1275 372332 1 Tel.: +1 450 671 5901
800 522 6743 Fax: +1 905 612 9731 ! Fax: +44 1275 375145 888 522 6743

ULTRASOUND Fax: +1 802 878 1122 Fax: +1 450 671 7182
marketing@Iaborie.com www.laborie.com
NuWav™ Ultrasound system is manufactured for Laborie Medical by Interson Corporation.



